IN-SITU CHLORINE DIOXIDE GENERATOR

Ingredients:
Active - sodium chlorite = .255
Other Ingredients: = .745
Net Weight of Ingredients: = 28.64g

Material Number: 800-90015
DANGER:
MAY INTENSIFY FIRE; OXIDIZER. CAUSES SEVERE SKIN BURNS AND EYE DAMAGE.

PRECAUTIONARY STATEMENTS: AVOID BREATHING FUMES. AVOID CONTACT WITH SKIN AND EYES. WEAR SUITABLE PROTECTIVE CLOTHING, GLOVES, AND EYE/FACE PROTECTION. DO NOT BREATHE CHLORINE DIOXIDE FUMES, USE IN WELL VENTILATED AREA.

NOTE: GHS HAZARD STATEMENTS APPLY TO THE DRY CHEMICAL. THIS PRODUCT FULLY COMPARTMENTALIZES DRY INGREDIENTS INSIDE A HYDROPHOBIC ENVELOPE. UNDER NORMAL USE CONDITIONS AND UNLESS SEALED PRODUCT ENVELOPE IS COMPROMISED, CONTACT WITH THE DRY INGREDIENTS WILL NOT OCCUR. READ SDS BEFORE USE.

INSTRUCTIONS FOR USE
1. Open the package, ensuring the envelope (sachet) inside is not cut. Discard desiccants.
2. Drop sachet in 8 oz container (oxidation safe) of water.
3. Place container in enclosed area of 600^3 ft or less. Sachet must rest in container of water for a minimum of (4) hours before discarding. Avoid spilling solution.
4. Do not remove envelope from container of water prior to 4 hours; envelope may be discarded afterwards. Allow area to ventilate until chlorine-like smell is gone.
5. Avoid inhaling fumes and direct contact with activated solution. Inhalation exposure risk can be mitigated with a simple carbon mask. Activate prior to expiration date stamped on package.

Warranty Statement
The Company warrants the product to be free from defects in material and workmanship. THE COMPANY MAKES NO WARRANTY THAT THE GOODS SHALL BE MERCHANTABLE. THE COMPANY MAKES NO WARRANTY, EXPRESS OR IMPLIED, EXCEPT SUCH AS IS EXPRESSLY SET FORTH HEREIN. The Company shall not be liable for any incidental or consequential damages for any breach of warranty. The Company’s liability for any breach of warranty shall be limited to the purchase price of the product.

Manufactured for:
Selective Micro Technologies
6200 Avery Rd. – Suite A
Dublin, OH 43016
855-256-8299
www.selectivemicro.com
Rev 2